Guide Windows Vista (Statisk IP)

1. Klicka pa "Start-knappen” och vélj Kontrollpanelen. D3 far ni upp Bild 1 eller
Bild 2 klicka. Sedan klickar ni pa ikonen "Nétverk och delningscenter” eller "Nétverk
och Internet” och g3 vidare.
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2. Dar till vanster klickar ni p& "Hantera natverksanslutningar” och ga vidare dar
och vélj "Anslutning till lokalt natverk”och klicka egenskaper eller konfigurera pa

den.
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3. Markera darefter “Internet Protocol Version 4 (TCP/IPv4)” och klicka pa
knappen "Egenskaper”. Mata in IP-adresserna du fatt fr&n oss, bade ip-adress och
dns'en dar nere. Och klicka sedan OK sa &r du fardig med konfigurationen.
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Connect using:
l‘-'f" Intel 21140-Based PCl Fast Ethemet Adapter (Emulated)

This connection uses the following items:

[w| 9% Clignt for Microsoft Networks

Wl 3 (105 Packet Scheduler

.@ File and Printer Sharing for Microsoft Metworks

[ -2 |ntemet Protocol Version & (TCP/IPvE)

I, rotoco Verson 4 P/ Pud)

[ s Link-Layer Topology Discovery Mapper 1/0 Driver
w& Link-Layer Topology Discovery Responder

|
AT

Description

Transmission Cantrol Protoceol/intemet Protocal. The default
wide area network protocal that provides communication
across diverse interconnected networks.
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General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(7 Obtain an IP address automatically

@ Use the following IP address:
IP address: 80 168. 35, 1
Subnet mask: '255 . 255,255, O |

Default gateway: 80 .168 . 35 . |

Obtain DNS server address automatically
@) Use the following DNS server addresses:

Preferred DNS server: 217,10 . 9% . 65

Alternate DNS server: 217, 10 , %6 ., 4-4.
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